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Lead Type Fixed Inductors FCDR2W0406—Series

® FCDR2WO0406-Series

1.Dimensions(mm)
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Features

1.High rated current for High current circuits.Designed by special lead wire to prevent opencircuit failure..
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2. Low cost with rugged reliability and performancefixed inductor.({&fk 4~ H B A B & HI A F6 8 K o —
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2. Electrical characteristics
Part Number inductance(uH) | Testfreduency [ DCResistance [ Rated Current

FCDR2W0406-1R0o 1.0 1.0 0.030 3.00
FCDR2W0406-1R50 1.5 1.0 0.035 2.80
FCDR2W0406-1R8x 1.8 1.0 0.040 2.70
FCDR2W0406-2R20 2.2 1.0 0.045 2.50
FCDR2W0406-2R70 2.7 1.0 0.050 2.50
FCDR2W0406-3R30 3.3 1.0 0.055 2.20
FCDR2W0406-3R9x 3.9 1.0 0.060 2.10
FCDR2W0406-4R70 4.7 1.0 0.065 2.00
FCDR2WO0406-5R60 5.6 1.0 0.07 1.80
FCDR2W0406-6R80 6.8 1.0 0.08 1.70
FCDR2W0406-8R20 8.2 1.0 0.09 1.50
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Part Number inductance(uh) | 1o hrequency [ DCResistance [ Rated Current
FCDR2WO0406-100o 10 1.0 0.11 1.40
FCDR2W0406-1200 12 1.0 0.14 120
FCDR2W0406-1500 15 1.0 0.16 1.10
FCDR2W0406-180c 18 1.0 0.18 1.00
FCDR2W0406-220c 22 1.0 0.25 0.90
FCDR2WO0406-270o 27 1.0 0.37 0.80
FCDR2W0406-3300 33 10 0.42 0.70
FCDR2W0406-390 39 10 0.45 0.70
FCDR2W0406-470c 47 1.0 0.50 0.60
FCDR2W0406-5600 56 1.0 0.56 0.60
FCDR2W0406-680C 68 1.0 0.63 0.55
FCDR2WO0406-820o 82 1.0 0.77 0.50
FCDR2WO0406-101o 100 1.0 0.85 0.40

Note: [ ] : Tolerance J: £5% K: £10% L: £15% M: £20%

1. Measurement Frequency for Inductance: 100KHz/0.25V

2. Isat DC saturation allowable current: Inductance drift is within-25% at the superposition.

3. Irms Temperature rise allowable current :Arise in temperature of surface of core is within 40°C
4. Ambient temperature —40°C to +85°C

5. Storage temperature Component: —-40°C to +125°
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