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Lead Type Fixed Inductors FCDR2W1012-Series       

● FCDR2W1012-Series 

1.Dimensions(mm) 

                        
 

 
Features 
1.High rated current for High current circuits.Designed by special lead wire to prevent opencircuit failure.. 
(高定格電流以適爲高電流電路板設計特殊導針來預防開路。) 
2. Low cost with rugged reliability and performancefixed 
inductor.(低成本且具有嚴格的可靠度及表現一致的電感。) 

NO. A B C D E 

Spec. 11.5Max 14.0Max 25.0Typ 0.80Typ 
5.0±0.5 
6.0±0.5 
7.0±0.5 

2. Electrical characteristics 
Part Number Inductance(μH) Test Frequency 

(KHz) 
DC Resistance 

(Ohms) Max 
Rated Current 

(A) Max 

FCDR2W1012–1R0□ 1.0 1.0 0.010 6.00 

FCDR2W1012–1R5□ 1.5 1.0 0.010 6.00 

FCDR2W1012–1R8□ 1.8 1.0 0.015 6.00 

FCDR2W1012–2R7□ 2.7 1.0 0.015 5.50 

FCDR2W1012–3R3□ 3.3 1.0 0.015 5.50 

FCDR2W1012–3R9□ 3.9 1.0 0.020 5.00 

FCDR2W1012–4R7□ 4.7 1.0 0.020 5.00 

FCDR2W1012–5R6□ 5.6 1.0 0.025 4.80 

FCDR2W1012–6R8□ 6.8 1.0 0.025 4.80 

FCDR2W1012–8R2□ 8.2 1.0 0.025 4.50 

FCDR2W1012–100□ 10 1.0 0.025 4.50 
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Part Number Inductance(μH) Test Frequency 
(KHz) 

DC Resistance 
(Ohms) Max 

Rated Current 
(A) Max 

FCDR2W1012–120□ 12 1.0 0.025 4.30 

FCDR2W1012–150□ 15 1.0 0.035 4.30 

FCDR2W1012–180□ 18 1.0 0.040 4.00 

FCDR2W1012–220□ 22 1.0 0.045 3.70 

FCDR2W1012–270□ 27 1.0 0.045 3.50 

FCDR2W1012–330□ 33 1.0 0.055 3.00 

FCDR2W1012–390□ 39 1.0 0.060 2.50 

FCDR2W1012–470□ 47 1.0 0.080 2.30 

FCDR2W1012–560□ 56 1.0 0.085 2.00 

FCDR2W1012–680□ 68 1.0 0.095 2.00 

FCDR2W1012–820□ 82 1.0 0.11 1.80 

FCDR2W1012–101□ 100 1.0 0.14 1.70 

FCDR2W1012–121□ 120 1.0 0.16 1.50 

FCDR2W1012–151□ 150 1.0 0.18 1.40 

FCDR2W1012–181□ 180 1.0 0.25 1.30 

FCDR2W1012–221□ 220 1.0 0.28 1.00 

FCDR2W1012–271□ 270 1.0 0.42 0.90 

FCDR2W1012–331□ 330 1.0 0.54 0.80 

FCDR2W1012–391□ 390 1.0 0.60 0.80 

FCDR2W1012–471□ 470 1.0 0.66 0.70 

FCDR2W1012–561□ 560 1.0 0.74 0.60 

FCDR2W1012–681□ 680 1.0 0.84 0.50 

FCDR2W1012–821□ 820 1.0 1.08 0.50 

FCDR2W1012–102□ 1000 1.0 1.39 0.50 
Note: □ : Tolerance J: ±5% K: ±10% L: ±15% M: ±20% 

1. Measurement Frequency for Inductance: 100KHz/0.25V 
2. Isat DC saturation allowable current: Inductance drift is within-25% at the superposition. 
3. Irms Temperature rise allowable current :A rise in temperature of surface of core is within 40℃ 
4. Ambient temperature –40°C to +85°C 
5. Storage temperature Component: –40°C to +125° 
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