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Bobbin Core High Current

● PCV1420- Series         

1.Dimensions(mm) 
                        

 

 

 

Features 
1, PCV Series is available in 120 standard

2, The use of high saturation flux density m
application and wherever high current chok

N0. A (max) 

Spec. 17.0 

2. Electrical characteristics
Part Number Inducta

(µH

PCV1420-1R0M 1.0

PCV1420-1R5M 1.5

PCV1420-2R2M 2.2

PCV1420-3R3M 3.3

PCV1420-4R7M 4.7

PCV1420-6R8M 6.8

PCV1420-100M 10

PCV1420-150 15

PCV1420-220K 22

PCV1420-330K 33

PCV1420-470K 47

PCV1420-680K 68

PCV1420-101K 100

PCV1420-151K 150

PCV1420-221K 220

PCV1420-331K 330

PCV1420-471K 470
Test Equipment:  

Inductance: 1.0KHz/1.0V at HP42
DC Resistance: HP4338B Millioh
DC Bias: WK3265B+WK3260B.
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Bobbin Core High Current Power Inductors PCV1420

 

ndard values covering a wide range of inductance and curre

nsity material makes these coils ideal for use in switching reg
t choke values in a small physical size are needed  

B (max) C(±0.2) D Typ.

22.0 10.0 12.0 

2. Electrical characteristics 
ductance 

(µH) 
Tolerance 

Rated Curreant 
(Amp) 

1.0 ±20% 9.0 

1.5 ±20% 9.0 

2.2 ±20% 9.0 

3.3 ±20% 9.0 

4.7 ±20% 9.0 

6.8 ±20% 9.0 

10 ±20% 9.0 

15 ±10% 7.2 

22 ±10% 5.5 

33 ±10% 4.0 

47 ±10% 2.8 

68 ±10% 2.8 

100 ±10% 2.8 

150 ±10% 1.6 

220 ±10% 1.6 

330 ±10% 1.3 

470 ±10% 0.8 

t HP4284A LCR Meter.  
illiohms Meter.  

60B. 
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PCV1420-Series               

 current.  

ing regulated power supply 

D Typ. E Typ 

 3.0 

 DC Resistance 
(Ω ) max 

3 

4 

5 

6 

7 

8 

10 

15 

25 

40 

62 

77 

95 

181 

240 

336 

636 


