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Molding Power Choke FCM0624 Series                             

● FCM0624 Series         

• Features:  
 RoHS compliant  

 Low profile type  

 Shielded construction  

 Ultra low buzz noise due to  molding construction 

 

• Applications: 
 High density DC/DC converters POL converters  

 High current VRM/VRD for notebook / Server / desktop CPUs High speed charger  

 For thickness less than 1.2mm, suitable for low profile applicationse.g., Ultra thin  NB/Monitor/TV/Tablet          

• Product identification 

 

 

 

 

 

Shape and Dimensions             Recommended Pattern  

 

 

 

 

● Dimensions in mm  

TYPE A B Max C Max D F 

FCM0624 6.6±0.2 7.3 2.4 2.9 1.6±0.5 

 

TYPE A B C 

FCM0624 3.5 6.05 2.35 
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● ELECTRICAL CHARACTERISTICS 

Part Number 
Inductance 

(uH) 

Tolerance 

 (uH) 

Test  

Frequency  

(KHz) 

Irms 

(A)Typ. 

Isat 

(A)Typ. 

RDC 

(mΩ)Max 

FCM0624-R47M  0.47 20 100 13.5 21 6.5 

FCM0624-1R0M 1.0 20 100 9.0 16 13.5 

FCM0624-2R2M 2.2 20 100 6.0 12 28 

FCM0624-4R7M  4.7 20 100 4.5 8 50 

FCM0624-6R8M  6.8 20 100 3.5 4 66 

FCM0624-100M  10 20 100 3.1 4 101 

1. Irms DC current (A) that will cause an approximate ∆T of 40℃ 

2. Isat DC current (A) that will cause L to drop approximately 30% 

 3.Tolerance：M= ±20% 

4. L : WK 3260B, 100KHz 0.5V 
5. Rdc : CHEN HWA 502 

6.Operating temperature range from -55℃ to 125℃. (Including self - temperature rise) 

 

Test Instruments：WK3260B Impedance / Material Analyzer 

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

 
 
 
 
 
 
 
 
 
 

 


