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Chip Inductors CFMO603LS—Series

® CFMO603LS— Series

1.Dimensions(mm)
* Higher inductance values than other 0603 inductors

» Ferrite construction for high current handling

* Inductance values: 47 nH-22 uH,; 5% and 2% tolerance

Designer’s Kit CMT containg 10 each of all 5% values
Core material Ceramic/Fermrite
Ernwvironmental RoHS compliant, halogen free

Terminations Sikvar-paliadiurm=-platinume-glass frik, Other larminations

avallable at additional cost,

Waight 4.8- 8.2 mf

Ambient temperature —40°C o +85°C with Irms cusrenl - B - C—= t"_ H _._1
Maximum part temparature +100°C (amblant « wemp rsa) ovarnl _"I D= Pick and
Storage temperature Component: —0°C 1o «100°C, 7 P ] placa I
Tape and reel packaging: ~40°C to +B0°C 2 = o eSS
Resistance to soldering heat Max threa 40 second reflows &t A G 1
«280°C, parls cooled o room lempralure bétwean cyches
Temperature Coafficient of Inductance (TCL) +50 io +150 ppom™C l 2 - |
Moisture Sensitivity Lovel (MSL) 1 (unlimited floor life at <30°C / — = F —
B5% relative humidity) |_..._.,._| a dacl
f E s 2ComiImen
Failures in Time ! Mean Time Batween Failures (MTBE ; Ti | wira .
One per tilion kg bl pdepemperit paE Tekorda G332 torminal  4petox 0,0080.20 both ends Land Pattern
Fﬂckﬂglng 2000 par 77 rel, Plastic tape: 8 mm wide, 023 mm thick
4 mm pockeat epacing. 1.17 mm pockel depth
PCB washing Tested fo MIL-STD-202 Mathod 215 plues an addiional
aquecus wash. Sea DocT8T_PCH_Washing.pdt,
A B C D
NO. E F G H 1 J
(max) | (max) | (max) | Typ.
S 0.071 See 0.044 | 0.015 | 0.030 | 0.013 | 0.034 | 0.040 | 0.025 | 0. 025
ecC.
b 1. 80 note 1.12 | 0.38 | 0.76 | 0.33 | 1.02 | 1.02 | 0.64 | 0.64
MNote: B1 = 0.040 0,004 in / 1,016 20,102 mm
B2 = 0.046 0,004 in / 1,169 20,102 mm
Height dimension (C) is before optional solder application. For maximum
height dimeansion including solder, add 0,006 in /0,152 mm.
2. Electrical characteristics
Inductance2 Percent Q SRF min DCR max5
Part numberl ) Irms6
(nH) tolerance min3 (MHz) (Ohms)
CFMO603LS—47NX-E— 47@7. 9MHz 5.2 12@7. 9MHz 1500 0.075 1. 40
CFMO603LS—51INX-E— 51@7. 9MHz 5.2 12@7. 9MHz 1400 0.075 1. 00
CFMO603LS-72NX-E- 72@7. 9MHz 5.2 12@7. 9MHz 1400 0.12 1. 40
CFM0603LS-101X-E- 100@7. 9MHz 5.2 12@7. 9MHz 1150 0.13 1. 40
CFMO603LS-121X-E- 120@7. 9MHz 5.2 15@7. 9MHz 1100 0.15 1. 40
CFM0603LS-151X-E- 150@7. 9MHz 5.2 15@7. 9MHz 1050 0. 15 1. 30
CFMO603LS-181X-E- 180@7. 9MHz 5.2 15@7. 9MHz 950 0. 15 1. 30
CFMO603LS—241X-E— 240@7. 9MHz 5.2 15@7. 9MHz 800 0. 16 0.95
CFMO603LS—271X-E— 270@7. 9MHz 5.2 15@7. 9MHz 775 0. 30 0.71
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Part numberl Inductance?2 Percent Q SRF min DCR max5 st
(nH) tolerance min3 (MHz) (Ohms)

CFM0603LS-331X-E- 330@7. 9MHz 5.2 15@7. 9MHz 725 0. 46 0. 56
CFM0603LS-391X-E- 390@7. 9MHz 5.2 15@7. 9MHz 620 0.51 0. 50
CFMO603LS-471X-E- 470@7. 9MHz 5.2 15@7. 9MHz 540 0.62 0.42
CFM0603LS-561X-E- 560@7. 9MHz 5.2 15@7. 9MHz 525 0. 44 0. 55
CFM0603LS-681X-E- 680@7. 9MHz 5.2 15@7. 9MHz 260 0.52 0. 47
CFMO603LS-781X-E- 780@7. 9MHz 5.2 15@7. 9MHz 460 0.83 0. 39
CFMO603LS-821X-E- 820@7. 9MHz 5.2 15@7. 9MHz 410 0.69 0. 40
CFM0603LS-102X-E- 1000@7. 9MHz 5.2 15@7. 9MHz 190 0.81 0. 40
CFM0603LS-122X-E- 1200@7. 9MHz 5.2 15@7. 9MHz 160 0. 87 0. 37
CFMO603LS-152X-E- 1500@7. 9MHz 5.2 15@7. 9MHz 100 0.96 0. 35
CFM0603LS-182X-E- 1800@7. 9MHz 5.2 15@7. 9MHz 80 1.1 0. 35
CFM0603LS-222X-E- 2200@7. 9MHz 5.2 15@7. 9MHz 68 1.2 0.32
CFMO603LS-272X-E- 2700@7. 9MHz 5.2 15@7. 9MHz 60 1.5 0.28
CFM0603LS-332X-E- 3200@7. 9MHz 5.2 15@7. 9MHz 42 1.5 0.28
CFM0603LS-392X-E- 3900@7. 9MHz 5.2 15@7. 9MHz 40 1.6 0.28
CFM0603LS-472X-E- 4700@7. 9MHz 5.2 15@7. 9MHz 34 2.1 0. 26
CFM0603LS-562X-E- 5600@7. 9MHz 5.2 15@7. 9MHz 32 2.6 0.24
CFM0603LS-682X-E- 6800@7. 9MHz 5.2 15@7. 9MHz 31 3.1 0.20
CFM0603LS-782X-E- 7800@7. 9MHz 5.2 15@7. 9MHz 28 3.5 0.20
CFMO603LS-822X-E- 8200@7. 9MHz 5.2 15@7. 9MHz 26 3.6 0.19
CFM0603LS-103X-E- 10000@2. 5MHz 5.2 12@7. 9MHz 25 4.8 0.18
CFM0603LS-153X-E- 15000@2. 5MHz 5.2 20@7. 9MHz 23 7.1 0.17
CFM0603LS-183X-E- 18000@2. 5MHz 5.2 20@7. 9MHz 22 7.6 0. 16
CFMO603LS-223X-E- 22000@2. 5MHz 5.2 20@7. 9MHz 19 8.81 0.13

. Whiam ordering suuclh.-tolura}nu.lmlnmlon r!ndmcllllglng-cudns

0603LS-822XJEC
Tolerance; G=2% J=5% (Table shows stock iolerances in bold,)
Termination: E = Halogen free component. HoHS complant silver-
paladium-platinum-glass il fermmations.,
L = RoHE compliant, not halogen=free. Silver-pallaciurms
dlatinum-glass frit terminations.
Special order: T = RoHS tinesiver-copper (95.5/47.5)
ar 8 = non-AoHS tn-lead (E237).
Packaging: C= 7" machine-ready resl. EMA-481 embossed plastic
lape (2000 parts per il redd),
B = Less than full rasl, In lape, bul nol machine ready.
To have a leader and traler added (525 charga),
use code ketier O instead,

Ba G i+
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7

. Induclance maasured al 0.1 Vrms, using Codcraft SMD- A finture
inAgllant/HF 42864 impedance analyrer with Coifcraft-provided
comelation pieces.

. Dy measured on Agllent/HF 43354 wilh Agllent™P 16193 lest fixture,

. SAF measured using Aglent/HP 87530 network analyzar with Codcrall
SMD=-Drtas] lture,

. DCR measured on Cambridge Technology Micro-ochmmeter,

. Currentihaicausesa 15°C temperature rise from 25°C amblant.
Becauseof their opan consatruction, these parts will not saturate, This
indo rrnation i for relerence only and does nol repreaent absolute maximum
ratings

. Elecirical specificatons at 25°C.

Referto Doc 362 “Soldering Surtace Mount Componants” before soldering,
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