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Description of Revision
REV Description of Revision DATE Prepad Notes
o1 Initial Release 2023.7. 10 ghangli
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Notice of Use
For the parameters not prescribed in the Specification for Approval, please refer to the following
standards or the relative industry standards.
1. Product in packing storage condition ; temperature 540, RH70%.
2 A storage of - F C -Electronic productsfor longer than 12 months is not recommended,VWVithin other
effects, the terminals may suffer degradation, resulting in bad solderability. Therefore, all products shall
be used within the period of 12 months based on the day of shipment.
3. Do not keep products in unsuitable storage conditions, such as areas susceptible to high temperatures,
high humidity, dust or corrosion.
4 Always handle products with care.
5 Don't touch electrodes directly with bare hands as oil secretions may inhibit soldering.
Always ensure optimum conditions for soldering.
6 When this product will be used on a similar or new project to the original one,
sometimes it might be unable to satisfy the specifications due to different condition of usage.
7 This inductor itself does not have any protective function in abnormal condition, such as overload,
short-circuit, open-circuit conditions, etc. Therefore, it shall be confirmed that there is no risk of smoke,
fire, dielectric withstand voltage, insulation resistance, etc., or use in abnormal conditions protective
devicesor protection circuit in the end product.
8 Hi-Pot test with higher voltage than spec value will damage insulating material and shorten its life.
IPC 020D Joint Industry standard
IEC1007 (Transformer and inductors for use in electronic and telecommunication
equipment—Measuring methods and test procedures)

(ROHS or other environmental request)
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1. Scope & Outline
This specification applies to the SMT Transformers for Automotive FC-TSE050-5V-12V-T.

It is used as high reliability DC/DC Pulse transformer and complied with automotive reliability test standard

AEC-Q200.
2. Appearance and Dimensions (mm)
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* Terminals should be measured excluding the length of the soldered point.
* Vacant terminal should be also soldered.

* Dimension without tolerance is reference value.

* Coplanarity: 0.13mm Max.

* White dot Indicates pin#1.

* Pin#2 cut.

2. 1. Schematic: 2.2. Recommended Land Patterns(Unit: mm)
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3.1 Electrical Characteristics:

ltem Specification Measuring condition
Inductance (6-4) 158uH+40% 1kHz,0.25V
Inductance (1-3) 7.3uH Ref. 1kHz,0.25V
DCR (6-4) 300mQ Max.
DCR (1-3) 90mQ Max.
Withstanding Voltage (1,3)-(4,6) DC 1500Vrms 10S
50/60Hz,5mA
Withstanding Voltage Coil-Core DC 500Vrms 10S
Turns Ratio: N1:N2 4.5:1
3.2 Materials list:
No. Part name Materials UL No.
1 Bobbin PM9630 (94V-0) E41429
2 Core Ferrite N/A
3 Cover LCP E4008 (94V-0) E54705
4 Wire Polyimide wire E234867/E258243
4 Tape Polyimide E328315/ E165111
5 Clip SUS-301 N/A
6 Epoxy Epoxy resin N/A
7 Terminal Phosphor bronze N/A
Solder Sn/Cu N/A
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4.Reliability and test condition:
Test item test condition Remark

Cold Operating Test

GB2423.1 Ad

Heat Operating Test

GB2423. 2 Bd

Cold Storage Test

GB2423.1 Ab

Heat Storage Test

GB2423. 2 Bb

Steady Damp Heat Test

GB2423. 3 Cb

Circular Damp Heat Test

GB2423. 4 Db

Temperature Cycling Test

(GB2423. 22 Nb

Temperature Shock Test

(GB2423. 22 Na

Vibration Test

(B2423. 10715 Fe, Fdb

Mechanical Shock Test (Bump)

GB2423. 5 Eb

Free Fall Test

GB2423. 8 Ed

Solderability

GJB360A-96

High Temperature Step Stress Test

Low Temperature Step Stress Test

High—-speed Thermal Cycling

Enhancement Test

Limit Vibration

Specifications

Composite Stress

Highly—-Accelerated Temperature and Humidity Stress

Test (HAST) (
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5. Soldering Specification: 7T 3% #4947 #4277 X & WAF
Profile Feature Sn-Pb Eutectic Assembly Pb-Free Assembly
Avarags Ramp-Up Rate B e o ERe a P
(TS 10 Tp) 3 “Cleecond max. 3 Cisecond max.
Prohoat

- Temperature Min [Ty 100 °C 150 °C

- Temperature Max | Ts,, ., 180 °C 200°C

= Time [tS;y 10 15, 00 C0-120 seconds G0-180 s=conds

Time mantained above:

= Temperaturs (T, ) 183 °C 217 °C

- Time [t,) £0-150 seconds 60-150 saconds
Peak'Classificat on Temgarature [Tps See Tabk 4.1 SecTable 42
Time within 5 °C of actual Peak it N A ik
Temperature (ip) 10-30 seconds 2040 seconds
Ramp-Clown Rats 6 “Clsacond max. 6 “Crascond max
Time 25 “C to Peak Temperature & minutas makx. 2 minutes max.

Note 10 Al lnparaturos rafer 1o Lopsice of ho padage, messwrad on the package body surfacs,

tp .
Tp Cntical Zons|
AT, aTp
H Ramp-uppe... {
T
g TS 1
= P
1 ~
o Tsrmin s -~
g [ el
et 5 ————4f Ramp-down
Praheat
) t 25°C to Peak
Time ==
Packags Volume mm? Valuma mm* Voluma mm’
Thickness <150 350 - 2000 =2000
<1.6 mm 200+0°C" 20+0°%C " 260 +0°C"
16 mom - 2.5 mm 260+0°C* 290+0°C " 245 +D°C*
=25 mm 250 +Q°C* 245+0°C* 245+0°C~
* Tokrance: The device manufacturer supplisr shall azsure process compatibility up to and including the stated classification
fempsraturs [this means Paak reflow lempsrabure +0 *C, For sxample 260 *C+0°C| at the rated MSL Isvel
S5.13ma kit £260°CepkEazstHd, FHEFRARS T10 £, LR EPFA,
5.2i4 f4m A A=n IR A : 350 AL A R FE A,
5.3 MFiEkd: LEMHRARTEIFRAIL TS K
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6.1 U3
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3) R AR B A A L, Ty (EdRED, DU A AR TR

# & 1000PCS/R 5000PCS/BOX

330 | 100 | 135 [ 215 | 25 | 164 | 20

6.2 ZPIR:
1) 7= i N A A RAE R B K BEAR s, N RES . Hk
)= AN R, e AR . kA%
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