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ELECTRICAL CHARACTERISTICS 1
01 1. RATING: DC 30V 0. 1A PUSH
ip]
s 2. CONTACT RESISTANCE: 100mQ MAX SCHEMATIC
3. INSULATTION RESISTANCE: 100MQ MIN
4. DIELECTRIC STRENGTH: AC 250V (5076011z) /60S
5 MECHANICAL CHARACTERISTICS
1. PRACTICAL TEMPERATURE RANG: —40°C~+85°C
- 2. OPERATING FORCE: 2504 50gf
3. MECHANICAL LIFE: 30,000 cycles
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8 TOLERANCE
7 UNLESS SPECIFIED
6 |TERMINAL BRASS 6 | Ag PLATED OVER 1.5 £0.2mm
5 [BASE PAG6E 1 | BLACK ANGLES: £2- ISSUE DATE DESCRIPTIONS APPD,
4 |SPRING STAINLESS STELL 1| NATURAL TITLE: VERTICAL PUSH SWITCH UNITimm DRWG. NI
3 |CONTACT BRONZE 2 | Ag PLATED
> [BUTTON PET T TWHITE MODEL NO: PG-8008D01-01 SCALEw1 DWN | YINCONG
1 _|COVER PAB6 1 _[BLACK CHKD | ez
NO.,| DESCRIPTION MATERIAL QTY PLATING APPD. | LIUSANJUN






