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Series A (mm) B (mm) C (mm) D (mm) E (mm)
CT042 4.061+0. 30 4.49+0. 40 2.0MAX 1.1+0.3 2.0%0.2
L0 Heat Rating Saturation DCR (m Q )
Pa_rt N umber Inductance (M) Current Current

+20% Trms (A) Isat ((A) TYP. MAX.

CT042-R10M-R-LF 0.1 14.0 28.0 3.0 5.0

CT042-R22M-R-LF 0.22 10.0 18.0 4.4 6.0

CT042-R36M-R-LF 0.36 6.0 12.0 7.4 9.8
CT042-R47TM-R-LF 0.47 55 10.0 18.0 22.0
CT042-R56M-R-LF 0.56 5.0 9.0 20.0 24.0
CT042-R68M-R-LF 0.68 4.5 8.5 22.0 29.0
CT042-1ROM-R-LF 1.0 4.0 8.0 25.0 30.0
CT042-1R2M-R-LF 1.2 3.5 7.0 33.0 39.6
CT042-1R5M-R-LF 1.5 3.5 6.5 35.0 42.0
CT042-2R2M-R-LF 2.2 3.0 55 56.0 70.0
CT042-3R3M-R-LF 3.3 25 5.0 83.0 100.0
CT042-4R7TM-R-LF 4.7 2.2 4.0 100.0 120.0
CT042-5R6M-R-LF 5.6 2.0 3.5 144.0 173.0
CT042-6R8M-R-LF 6.8 15 3.0 148.0 178.0
CT042-8R2M-R-LF 8.2 1.2 25 241.0 180.0
CT042-100M-R-LF 10 1.0 2.0 260.0 294.0

*%,

Inductance Tolerance +20%

Note 1: All test data is referenced to 25°C ambient.
Note 2: Idc : DC current (A) that will cause an approximate AT of 40°C

Note 3: Isat : DC current (A) that will cause Lo to drop approximately 20%
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Series A (mm) B (mm) C (mm) D (mm) E (mm)

CT052 5.18+0.3 5.4940.4 2.0MAX 1.2+0.3 2.3+0.3
L0 Heat Rating Saturation DCR(mQ )
Part N um ber Inductance (HH) Current Current
+20% Irms (A) Isat (A) TYP. MAX.

CT052-R10M-R-LF 0.1 13.0 25.0 2.1 2.6
CT052-R22M-R-LF 0.22 9.0 18.0 4.3 5
CT052-R33M-R-LF 0.33 7.0 13 8.4 9.5
CT052-R47M-R-LF 0.47 6.5 125 10.5 13.0
CT052-R68M-R-LF 0.68 6.0 12 14.0 17.0
CT052-1ROM-R-LF 1 5.0 10.0 16 19.2
CT052-2R2M-R-LF 2.2 4.0 8.0 31.5 38.0
CT052-3R3M-R-LF 3.3 3.5 6.5 58 70.0
CT052-4R7M-R-LF 4.7 3.0 5.0 80 96
CT052-5R6M-R-LF 5.6 2.5 45 90 108.0
CT052-6R8M-R-LF 6.8 2.2 4 114 137.0
CT052-100M-R-LF 10 1.8 3.2 148 178.0

*: you require another part number please contact with us.

**. Inductance Tolerance =20%

Note 1: All test data is referenced to 25°C ambient.

Note 2: Idc : DC current (A) that will cause an approximate AT of 40°C
Note 3: Isat : DC current (A) that will cause Lo to drop approximately 20%
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Series A (mm) B (mm) C (mm) D (mm) E (mm)
CT053 5.18%0.3 5.49+0.4 3.0MAX 1.2+0.3 2.31+0.3
LO Heat Rating Saturation DCR (@)
Part Number Inductance (HH) Current Current
+20% Trms (A) Isat (A) TYP. MAX.

CT053-R22M-R-LF 0.22 20.0 35.0 4.0 4.8
CT053-R68M-R-LF 0.68 7.0 14.0 9.0 11.0
CT053-1ROM-R-LF 1 6.5 12.0 10.0 12.0
CT053-1R2M-R-LF 1.2 6.0 10.0 11.0 14.0
CT053-1R5M-R-LF 15 55 10.0 17.0 20.4
CT053-2R2M-R-LF 2.2 5.0 9.0 27.0 32.5
CT053-3R3M-R-LF 33 4.5 8.5 33.0 38.0
CT053-4R7M-R-LF 4.7 4.0 8.0 53.0 64.0
CT053-6R8M-R-LF 6.8 35 7.0 80.0 100.0
CT053-100M-R-LF 10 3.0 4.5 110.0 132.0
CT053-150M-R-LF 15 2.5 4.0 136.0 163.0
CT053-101M-R-LF 100 0.9 14 810.0 972.0

*: you require another part number please contact with us.

**. Inductance Tolerance =20%
Note 1: All test data is referenced to 25°C ambient.
Note 2: Idc : DC current (A) that will cause an approximate AT of 40°C

Note 3: Isat : DC current (A) that will cause Lo to drop approximately 20%
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Series A (mm) B (mm) C (mm) D (mm) E (mm)
CT053H 5.18+0.3 5.4940.4 3.0MAX 1.2+0.3 2.3+0.3
LO Heat Rating Saturation DCR(mQ)
Pa_rt N umber Inductance (MH) Current Current
+20% Irms (A) Isat (A ) TYP. MAX.
CT053H-1ROM-R-LF 1.0 6.0 10.0 10.0 12.0
CT053H-1R5M-R-LF 15 5.0 9.0 17.0 20.4
CT053H-2R2M-R-LF 2.2 4.5 8.5 26.0 35.0
CT053H-3R3M-R-LF 3.3 4.0 8.0 32.0 38.0
CTO053H-4R7M-R-LF 4.7 3.5 6.0 52.0 62.0
CT053H-6R8M-R-LF 6.8 3.0 5.0 83.0 100.0
CTO053H-100M-R-LF 10 25 4.5 95.0 114.0

*: you require another part number please contact with us.

**. Inductance Tolerance +20%

Note 1: All test data is referenced to 25°C ambient.

Note 2: Idc: DC current (A) that will cause an approximate AT of 40°C
Note 3: Isat : DC current (A) that will cause Lo to drop approximately 30%

ILAISHUN
N T

CILAISHUN ELECTRONICS CO.,LTD. T:0769-82197801 F:0769-82197829

www. cilaishun. com




Molding Power Inductor— CT Series
— R BB K FL FLUB-CT0612 R 51

| N
A B c 1
Series A (mm) B (mm) C (mm) D (mm) E (mm)
CT0612 6.6£0.2 7.4MAX 1. 2MAX 1.640.3 3.0%£0.2
L0 Heat Rating Saturation DCR(mQ )
Pa_rt Number Inductance (MH) Current Current
+20% Irms (A) Isat (A) TYP. MAX.
CT0612-R56M-R-LF 0.56 6.0 11.0 13.5 16.0
CT0612-R68M-R-LF 0.68 55 10.0 147 17.0
CT0612-R82M-R-LF 0.82 5.0 9.0 19.1 22.0
CT0612-1ROM-R-LF 1.0 4.5 7.0 22.3 26.0
CT0612-2R2M-R-LF 2.2 4.0 6.0 64.0 67.0
CT0612-3R3M-R-LF 3.3 3.5 55 80.0 92.0
CT0612-4R7M-R-LF 4.7 3.0 5.0 120.0 130.0
CT0612-6R8M-R-LF 6.8 24 3.6 180.0 216.0
CT0612-100M-R-LF 10.0 1.5 25 195.0 234.0

*: you require another part number please contact with us.

**. Inductance Tolerance +20%

Note 1: All test data is referenced to 25°C ambient.

Note 2: Idc: DC current (A) that will cause an approximate AT of 40°C
Note 3: Isat: DC current (A) that will cause Lo to drop approximately 20%
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Series A (mm) B (mm) C (mm) D (mm) E (mm)
CT062 6.60. 2 7.4AMAX 2. OMAX 1.6x0.3 3.0%0.2
LO Heat Rating Saturation DCR(m Q)
Part Number Inductance (HH) Current Current

+20% Trms (A) Isat (A ) TYP. MAX.

CT062-R10M-R-LF 0.1 16.0 30.0 25 3.5

CT062-R33M-R-LF 0.33 13.0 24.0 5.6 6.8

CT062-R47M-R-LF 0.47 10.0 22.0 6.4 8.0
CT062-R68M-R-LF 0.68 8.0 14.0 10.0 12.0
CT062-1ROM-R-LF 1.0 6.0 10.0 16.0 19.2
CT062-1R5SM-R-LF 15 55 9.0 22.0 27.0
CT062-2R2M-R-LF 2.2 5.0 8.5 30.0 36.0
CT062-3R3M-R-LF 3.3 45 8.0 65.0 78.0

CT062-4R7TM-R-LF 4.7 4.0 7.0 73.0 88.0
CT062-6R8M-R-LF 6.8 3.5 5.0 114.0 160.0
CT062-100M-R-LF 10 2 4.0 147.0 180.0

*: you require another part number please contact with us.

**. Inductance Tolerance +=20%

Note 1: All test data is referenced to 25°C ambient.

Note 2: Idc: DC current (A) that will cause an approximate AT of 40°C
Note 3: Isat: DC current (A) that will cause Lo to drop approximately 20%
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Series A (mm) B (mm) C (mm) D (mm) E (mm)
CT0624 6.6+0. 2 7.4AMAX 2. AMAX 1.640.3 3.0+0.2
Pa_rt N um ber Inductaige (HHD Hegirizz}ung SaCtuurrraetnlton A
+20% Irms (A) Isat (A) TYP. MAX.
CT0624-R47M-R-LF 0.47 10.0 18.0 5.6 6.5
CT0624-R68M-R-LF 0.68 9.0 16.0 7.9 9.4
CT0624-R82M-R-LF 0.82 8.0 14.0 8.7 11.8
CT0624-1ROM-R-LF 1.0 75 13.0 9.0 12.0
CT0624-1R5M-R-LF 15 7.0 12.0 235 28.0
CT0624-2R2M-R-LF 2.2 6.0 10.0 26.0 34.0
CT0624-3R3M-R-LF 3.3 5.5 9.0 29.0 35.0
CT0624-4R7M-R-LF 4.7 5.0 8.0 41.0 50.0
CT0624-6R8M-R-LF 6.8 3.0 6.0 52.0 63.0
CT0624-8R2M-R-LF 8.2 25 5.0 60.0 72.0
CT0624-100M-R-LF 10.0 2.2 45 88.0 106.0
CT0624-150M-R-LF 15 2 4.0 112.0 135.0

*: you require another part number please contact with us.

**. Inductance Tolerance +=20%

Note 1: All test data is referenced to 25°C ambient.

Note 2: Idc: DC current (A) that will cause an approximate AT of 40°C
Note 3: Isat : DC current (A) that will cause Lo to drop approximately 30%
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Series A (mm) B (mm) C (mm) D (mm) E (mm)
CT063T 6.60. 2 7.4AMAX 3.0MAX 1.640.3 3.0x0.2
LO Heat Rating Saturation DCR(m@ )
Part Number Inductance (HH) Current Current

+20% Trms (A) Tsat (A) h. MAX.
CTO63T-R33M 0.33 18.0 28 2.9 3.5
CTO63T-R47M 0. 47 15.0 26 3.3 4.2
CTO63T-R68M 0. 68 11.0 25 4.8 6
CTO63T-R82M 0.82 10.0 24 7.4 8.5
CTO63T-1ROM 1.0 9.0 18 8.6 10
CTO63T—-1R5M 1.5 8.0 14 10 12
CTO63T-2R2M 2.2 7.5 13 14.5 17.4
CTO63T-3R3M 3.3 7.0 12 22 26
CTO63T—4R7M 4.7 6.0 10 30 36
CTO63T-5R6M 5.6 5.0 8 44. 5 50
CTO63T-6R8M 6.8 4.5 7 51 60
CTO63T-100M 10 4.0 6.5 70 84

*: you require another part number please contact with us.

**. Inductance Tolerance =20%

Note 1: All test data is referenced to 25°C ambient.

Note 2: Idc : DC current (A) that will cause an approximate AT of 40°C
Note 3: Isat : DC current (A) that will cause Lo to drop approximately 20%
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Series A (mm) B (mm) C (mm) D (mm) E (mm)
CT063H 6.60. 2 7.4AMAX 3.0MAX 1.640.3 3.0%0.2
L0 Heat Rating Saturation DCR(mQ )

Part Number Inductance (HH) Current Current
+20% Irms (A) Isat (A) . MIAX.
CT063H-R24M 0.24 18 32 2.2 2.6
CT063H-R33M 0.33 16 27 2.3 2.8
CT063H-R47M 0.47 15.0 24 3.4 4.1
CT063H-R68M 0.68 12.0 18 5 6
CT063H-1ROM 1 10 15 8.5 10.2
CT063H-1R5M 1.5 8.0 13 10.8 13
CT063H-2R2M 2.2 6.0 12 12.7 16
CT063H-3R3M 3.3 5.0 9 23 27.6
CT063H-4R7TM 4.7 4.5 8 33 40
CT063H-5R6M 5.6 4.0 7 44 53
CT063H-6R8M 6.8 3.5 6 52 60
CT063H-100M 10 3 55 63 76

*-

*%,

you require another part number please contact with us.
Inductance Tolerance +20%

Note 1: All test data is referenced to 25°C ambient.
Note 2: Idc: DC current (A) that will cause an approximate AT of 40°C
Note 3: Isat : DC current (A) that will cause Lo to drop approximately 30%

QAls

ILAISHUN

CILAISHUN ELECTRONICS CO.,LTD. T:0769-82197801 F:0769-82197829

www. cilaishun. com




Molding Power Inductor— CT Series
— A BB K H ¥ LR -CT063 & 51

D
- . = =
o= = (L N>
— K ~J
A B T s
Series A (mm) B (mm) C (mm) D (mm) E (mm)
CT063 6.61+0. 2 7.AMAX 3.0MAX 1.620.3 3.0+0.2
L0 Heat Rating Saturation DCR(mQ )
Pa_rt Number Inductance (HH) Current Current
+20% Irms (A) Isat (A) TYP. MAX.
CT063-R10M-R-LF 0.1 20 40 1.6 2.0
CT063-R20M-R-LF 0.2 18.0 34.0 21 3.0
CT063-R33M-R-LF 0.33 16.0 30.0 24 3.5
CT063-R47M-R-LF 0.47 14 22.0 3.3 4.0
CT063-R68M-R-LF 0.68 12.0 18.0 4.8 5.8
CT063-R82M-R-LF 0.82 8.0 16.0 6.8 8.2
CT063-1ROM-R-LF 1.0 7.0 15.0 7.0 10.0
CT063-1R5M-R-LF 15 6.5 13.0 9.0 12.0
CT063-2R2M-R-LF 2.2 6.0 10.0 13.0 16.0
CT063-3R3M-R-LF 3.3 55 9 18.0 22.0
CT063-4R7M-R-LF 4.7 5 8.0 32.0 38.0
CT063-5R6M-R-LF 5.6 45 7.5 44.0 50.0
CT063-6R8M-R-LF 6.8 4 7.0 45.0 54.0
CT063-8R2M-R-LF 8.2 3.5 6.0 60.0 70.0
CT063-100M-R-LF 10.0 3.0 55 63.0 76.0
CT063-150M-R-LF 15.0 25 4.5 108.0 130.0
CT063-220M-R-LF 22.0 2 3.5 127.0 152.0
CT063-330M-R-LF 33.0 15 3.0 185.0 222.0
CT063-470M-R-LF 47.0 1.2 25 210.0 290.0
CT063-101M-R-LF 100.0 1.0 1.7 715.0 858.0

*: you require another part number please contact with us.
**: Inductance Tolerance £20%
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Series A (mm) B (mm) C (mm) D (mm) E (mm)
CT064 6.61+0. 2 7.6MAX 4 OMAX 1.640.3 3.0+0.2
L0 Heat Rating Saturation DCR (m Q )
Part Number Inductance (MH) Current Current
+20% Trms (A) Isat (A ) TYP. MAX.

CT064-R47M-R-LF 0.47 15.0 27.0 3.0 3.6
CT064-R68M-R-LF 0.68 14.0 20.0 4.9 5.3
CT064-R82M-R-LF 0.82 13.0 19.0 5.3 6.4
CT064-1ROM-R-LF 1.0 12.0 18.0 55 6.6
CT064-1R5M-R-LF 15 8.0 15.0 9 10.8
CT064-2R2M-R-LF 2.2 7.0 12.0 10.0 13.0
CT064-3R3M-R-LF 3.3 6.5 11.0 135 16.0
CT064-4R7M-R-LF 4.7 6.0 9.0 18.0 22.0
CT064-6R8M-R-LF 6.8 5.0 8.0 41.0 49.0
CT064-8R2M-R-LF 8.2 4.0 7.0 44.0 50.0
CT064-100M-R-LF 10.0 3.5 6.5 51.0 65.0
CT064-150M-R-LF 15 3.0 55 64.0 77.0
CT064-220M-R-LF 22.0 25 4.0 98.0 117.0
CT064-330M-R-LF 33.0 2.0 3.5 163.0 196.0

*: you require another part number please contact with us.

**. Inductance Tolerance =20%

Note 1: All test data is referenced to 25°C ambient.

Note 2: Idc : DC current (A) that will cause an approximate AT of 40°C
Note 3: Isat : DC current (A) that will cause Lo to drop approximately 30%
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Series A (mm) B (mm) C (mm) D (mm) E (mm)
CT065 6.6+0. 2 7.6MAX 5.0MAX 1.640.3 3.0+0.2
LO Heat Rating Saturation DCR(mQ )
Pa_rt Number Inductance (MH) Current Current
+20% Irms (A) Isat (A) TYP. MAX.

CT065-R47M-R-LF 0.47 14.0 24.0 3.1 4.0
CT065-R56M-R-LF 0.56 12.0 20.0 4.0 4.8
CT065-R68M-R-LF 0.68 11.0 19.0 4.6 5.0
CT065-R82M-R-LF 0.82 10.0 18.0 55 6.6
CT065-1ROM-R-LF 1.0 9.0 16.0 6.0 7.2
CT065-1R5M-R-LF 15 8.0 15.0 7.0 8.5
CT065-2R2M-R-LF 2.2 7.0 14.0 10.5 13.0
CT065-3R3M-R-LF 3.3 6.0 12.0 13.0 16.0
CT065-4R7M-R-LF 4.7 55 10.0 17.0 20.0
CT065-6R8M-R-LF 6.8 5.0 9.0 22.0 26.4
CT065-8R2M-R-LF 8.2 4.0 8.5 35.0 41.0
CT065-100M-R-LF 10.0 3.5 8.0 37.0 45.0
CT065-150M-R-LF 15.0 3.0 6.0 54.0 65.0
CT065-220M-R-LF 22.0 2.5 5.0 80.0 96.0
CT065-330M-R-LF 33.0 2.0 4.5 120.0 144.0
CT065-470M-R-LF 47.0 15 25 155.0 186.0
CT065-101M-R-LF 100 1.0 20 265.0 320.0

*: you require another part number please contact with us.

**. Inductance Tolerance +=20%

Note 1: All test data is referenced to 25°C ambient.

Note 2: Idc: DC current (A) that will cause an approximate AT of 40°C
Note 3: Isat : DC current (A) that will cause Lo to drop approximately 30%

Cuashun
' CILAISHUN ELECTRONICS CO.,LTD. T:0769-82197801 F:0769-82197829 www.cilaishun. com




Molding Power Inductor— CT Series
— R B K B FRUBR—CT 085 & 51

D
= R
A B c <
Series A (mm) B (mm) C (mm) D (mm) E (mm)
CT085 8.0%0.3 9.2MAX 5.0MAX 1.840.3 3.0£0.2
LO Heat Rating Saturation DCR (mQ )
Part Number Inductance (HH) Current Current
+20% Lrms (A) Isat (A ) TYP. MAX.
CT085-1ROM-R-LF 1 14.0 22.0 3.5 4.2
CT085-2R2M-R-LF 2.2 12.0 20.0 8.6 12.0
CT085-4R7M-R-LF 4.7 8.0 14.0 17.0 20.0
CT085-6R8M-R-LF 6.8 6.0 11.0 20.0 24.0
CT085-100M-R-LF 10.0 4.5 8.0 30.0 36.0
CT085-150M-R-LF 15.0 4.0 7.5 46.0 55.0
CT085-220M-R-LF 22 3.5 7.0 108.0 130.0
CT085-330M-R-LF 33 3.0 5.0 124.0 140.0
CT085-470M-R-LF 47 25 4.0 160.0 192.0
CT085-560M-R-LF 56 2.0 3.5 170.0 187.0

*: you require another part number please contact with us.

**. Inductance Tolerance +20%

Note 1: All test data is referenced to 25°C ambient.

Note 2: Idc: DC current (A) that will cause an approximate AT of 40°C
Note 3: Isat : DC current (A) that will cause Lo to drop approximately 30%
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Series A (mm) B (mm) C (mm) D (mm) E (mm)
CT104/45 10.3%0. 2 10.5%+1.0 4.0MAX/4. 5MAX 2.0x£0.5 3.0£0.3
L0 Heat Rating Saturation DCR(mQ)
Part N umber Inductance (MH) Current Current
+20% Irms (A) Isat (A) TYP. MAX.

CT104-R22M-R-LF 0.22 30.0 54.0 0.8 1.0
CT104-R36M-R-LF 0.36 25.0 45.0 11 14
CT104-R47M-R-LF 0.47 20.0 35.0 1.2 15
CT104-R56M-R-LF 0.56 18.0 34.0 1.6 19
CT104-R68M-R-LF 0.68 17.0 32.0 1.7 2.0
CT104-R82M-R-LF 0.82 16.0 28.0 1.8 2.2
CT104-1ROM-R-LF 1.0 15.0 26.0 2.0 24
CT104-1R5M-R-LF 15 14.0 22.0 4.4 5.3
CT104-2R2M-R-LF 2.2 12.0 20.0 7.2 9.0
CT104-3R3M-R-LF 3.3 11.0 18.0 9.5 115
CT104-4R7M-R-LF 4.7 8.0 13.0 12.0 15.0
CT104-5R6M-R-LF 5.6 7.0 12.0 16.0 19.2
CT104-6R8M-R-LF 6.8 6.0 11.0 23 27.0
CT104-8R2M-R-LF 8.2 55 10.0 27.0 32.0
CT104-100M-R-LF 10.0 5.0 10.0 33 40.0
CT1045-150M-R-LF 15.0 4.5 9.0 37 45.0
CT1045-220M-R-LF 22.0 4.0 7.0 60 72.0
CT1045-330M-R-LF 33.0 3.5 6.0 83 100.0
CT1045-470M-R-LF 47.0 3.0 5.0 127 145.0
CT1045-101M-R-LF 100 2.5 5.0 242 290.0

*.

*%,

you require another part number please contact with us.
Inductance Tolerance +20%

Note 1: All test data is referenced to 25°C ambient.
Note 2: Idc: DC current (A) that will cause an approximate AT of 40°C
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Molding Power Inductor— CT Series

— AR R K L R -CT105 R %))

D
'EEEE = :I: <i%2ié*&, ~
) 5 | T
Series A (mm) B (mm) C (mm) D (mm) E (nm)
CT105 10.3%0. 2 105+1.0 5.0MAX 2.0x£0.5 3.0x+0.3
LO Heat Rating Saturation DCR(m Q)
Pa_rt N umber Inductance (MH) Current Current

+20% Trms (A) Isat (A) TYP. MAX.

CT105-R82M-R-LF 0.82 18.0 34.0 1.8 2.2

CT105-1ROM-R-LF 1.0 16.0 28.0 2.1 2.5

CT105-1R2M-R-LF 12 15.0 25.0 2.3 2.8

CT105-1R5M-R-LF 15 13.0 21 2.6 3.1

CT105-2R2M-R-LF 2.2 11.0 20 5 6.0

CT105-3R3M-R-LF 3.3 10.0 16 5.8 7.0
CT105-4R7M-R-LF 4.7 9.0 15 8.7 104
CT105-5R6M-R-LF 5.6 8 14 10 12.0
CT105-6R8M-R-LF 6.8 7.5 13 17 22.0
CT105-8R2M-R-LF 8.2 7.0 12 22 25.0
CT105-100M-R-LF 10.0 6 12 23 28.0
CT105-150M-R-LF 15.0 5.0 9.0 33.0 42.0
CT105-220M-R-LF 22.0 45 8.0 58.0 70.0
CT105-330M-R-LF 33.0 4.0 6 85.0 102.0
CT105-470M-R-LF 47.0 3.5 55 127.0 152.0
CT105-680M-R-LF 68.0 3.0 5.0 215.0 258.0
CT105-101M-R-LF 100.0 2.5 4.0 230 279.0

*: you require another part number please contact with us.

**. |nductance Tolerance +=20%
Note 1. All test data is referenced to 25°C ambient.
Note 2: Idc: DC current (A) that will cause an approximate AT of 40°C

Note 3: Isat : DC current (A) that will cause Lo to drop approximately 30%
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Molding Power Inductor— CT Series

— A ALK FEL L FELRR-CT124 2R 51

D
= =L [T =
— @
A B ¢ 3
Series A (mm) B (im) C (mm) D (mm) E (mm)
CT124 12.8+0.5 13.2+1.0 4. OMAX 25+0.5 3.81+0.3
LO Heat Rating Saturation DCR(mQ )
Pa_rt Number Inductance (M) Current Current

+20% Trms (A) Isat (A) TYP. MAX.

CT124-R22M-C/B 0.22 35.0 55 0.7 0.9

CT124-R33M-C/B 0.33 30.0 50 0.8 1
CT124-R47M-C/B 0.47 25.0 45.0 1.3 16
CT124-R56M-C/B 0.56 22.0 42.0 15 1.8

CT124-R68M-C/B 0.68 20.0 40.0 1.7 2
CT124-1ROM-R-LF 1.0 18.0 38.0 2.9 3.5
CT124-1R5M-R-LF 15 17.0 25.0 34 4.1
CT124-2R2M-R-LF 2.2 16.0 22.0 4.4 5.7
CT124-3R3M-R-LF 3.3 15.0 20.0 6.7 8.0
CT124-AR7M-R-LF 4.7 10.0 18.0 14.5 175
CT124-5R6M-R-LF 5.6 9.0 15.0 145 174
CT124-6R8M-R-LF 6.8 7.0 11.0 19.0 214
CT124-100M-R-LF 10 5.0 8.0 27.0 33.0
CT124-220M-R-LF 22.0 4.0 7.0 49.0 58.0

*: you require another part number please contact with us.

**. Inductance Tolerance +20%

Note 1: All test data is referenced to 25°C ambient.

Note 2: Idc: DC current (A) that will cause an approximate AT of 40°C
Note 3: Isat: DC current (A) that will cause Lo to drop approximately 30%
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Molding Power Inductor— CT Series

— R R K B HLBR-CT125 R %1

D
] Np
A B C £
Series A (mm) B (im) C (mm) D (mm) E (mm)
CT125 12.8+0.5 13.2+1.0 5. OMAX 25+0.5 3.81+0.3
LO Heat Rating Saturation DCR(mQ )
Pa_rt Number Inductance (M) Current Current
+£20% Trms (A) Isat (A) TYP. VAX.
CT125-R36M-R-LF 0.36 30.0 55.0 0.82 1
CT125-R47M-R-LF 0.47 25.0 45.0 0.9 11
CT125-R56M-R-LF 0.56 24.0 40.0 1.0 12
CT125-R68M-R-LF 0.68 23.0 38.0 1.2 144
CT125-R82M-R-LF 0.82 22.0 35.0 1.7 2.2
CT125-1ROM-R-LF 1.0 20.0 34.0 2.1 2.5
CT125-1R2M-R-LF 12 16.0 32.0 21 2.6
CT125-1R5M-R-LF 15 15.0 30.0 2.6 3.1
CT125-2R2M-R-LF 2.2 14.0 26.0 5.0 6.0
CT125-3R3M-R-LF 3.3 13.0 24.0 6.3 7.6
CT125-4R7M-R-LF 4.7 12.0 20.0 7.5 9.0
CT125-5R6M-R-LF 5.6 9.0 15.0 8.3 10.5
CT125-6R8M-R-LF 6.8 8.0 14.0 12.0 144
CT125-8R2M-R-LF 8.2 7.5 13.0 18.5 22.0
CT125-100M-R-LF 10.0 7.0 12.0 195 235
CT125-150M-R-LF 15 5.0 9.0 26.0 31.2
CT125-220M-R-LF 22 3.5 7.0 29.0 35
CT125-330M-R-LF 33 3.0 6.0 52.0 63
CT125-470M-R-LF 47 25 5.0 85.0 102

*-

*%,

\—-___——

you require another part number please contact with us.
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Inductance Tolerance +20%
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Molding Power Inductor— CT Series
— A R K HL 9 ERL R —CT 126/1265 & 51

D
A B ¢
Series A (mm) B (mm) C (mm) D (mm) E (mm)
CT126/65 12.8+0.5 13.2%+1.0 6. OMAX6. SMAX 25+0.5 3.8+0.3
L0 Heat Rating Saturation DCR(mQ )
Pa_rt Number Inductance (HH) Current Current

+20% Irms (A) Isat (A) TYP. VIAX.

CT126-R68M-R-LF 068 30.0 45.0 11 18
CT126-R82M-R-LF 0.82 25 42.0 15 24
CT126-1ROM-R-LF 1 24.0 40.0 22 26
CT126-1R5M-R-LF 15 20 30.0 2.6 3.0
CT126-2R2M-R-LF 2.2 18.0 28.0 5 6.0
CT126-4R7M-R-LF 4.7 15.0 24.0 7.5 9.0
CT126-5R6M-R-LF 5.6 12 20.0 7.7 10.0
CT126-6R8M-R-LF 6.8 10.0 18.0 8.4 10.0
CT126-8R2M-R-LF 8.2 9 15.0 10.9 13.0
CT1265-100M-R-LF 10.0 8.0 13.0 12.0 144
CT1265-150M-R-LF 15.0 7.0 12.0 18.0 22.0
CT1265-220M-R-LF 22.0 6.0 11.0 32.0 38.5
CT1265-330M-R-LF 33.0 5.0 9.0 38.0 46.0
CT1265-470M-R-LF 47.0 4.0 6.0 50.0 65.0
CT1265-680M-R-LF 68.0 3.0 55 96.0 115.0
CT1265-820M-R-LF 82.0 25 45 101.0 121.0
CT1265-101M-R-LF 100.0 2.0 4.0 122.0 147.0

*-

*%,

N~

you require another part number please contact with us.
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Inductance Tolerance +20%
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Molding Power Inductor— CT Series




— R R B K B LR -CT1707 2R 5]

D
o i e "
A B T
Series A (mm) B (mm) C (mm) D (mm) E (mm)
CT1707 17.15MAX 17.5#.0 7. OMAX 2.040.5 11.9440.3
LO Heat Rating Saturation DCR(mQ )
Part N umber Inductance (M) Current Current

+20% Irms (A) Isat (A) TYP. MAX.

CT1707-1R5M-R-LF 15 40.0 65.0 13 1.9

CT1707-2R2M-R-LF 2.2 35.0 60.0 21 25

CT1707-4R7TM-R-LF 4.7 20.0 35.0 3.9 5.0

CT1707-6R8M-R-LF 6.8 18.0 30.0 5.7 6.9

CT1707-8R2M-R-LF 8.2 12.0 24.0 7 8.4

CT1707-100M-R-LF 10.0 10.0 19.0 7.1 8.5

CT1707-150M-R-LF 15.0 9.0 18.0 18 22.0

CT1707-220M-R-LF 22.0 8.0 15.0 20 24.0

CT1707-330M-R-LF 33.0 6.5 11.0 26 35.0

CT1707-470M-R-LF 47.0 6.0 10 39 47.0

CT1707-680M-R-LF 68.0 5.0 9.0 67.0 80.0
CT1707-820M-R-LF 82.0 45 8 86 100.0
CT1707-101M-R-LF 100.0 4.0 7.0 104.0 115.0
CT1707-151M-R-LF 150.0 3.0 5 135 162.0
CT1707-351M-R-LF 350.0 2.0 3.5 382.0 458.0

*: you require another part number please contact with us.

**. Inductance Tolerance +=20%

Note 1: All test data is referenced to 25°C ambient.

Note 2: Idc: DC current (A) that will cause an approximate AT of 40°C
Note 3: Isat: DC current (A) that will cause Lo to drop approximately 30%
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